Report of Visit (M. Trojan)
	«T_FIRMA»
	( direkt:
«T_TEL»

	«T_FIRMA2»
	( mobil:
«T_TEL_AUTO»

	«T_STRASSE»
	Fax direkt: 
«T_FAX»

	«T_LAND» «M_PLZ» «T_ORT» «T_TEILORT»
	e-mail:
«T_MAPI_ADDRESS»


Person (s) visited: «T_ANREDE» «M_TITEL» «T_VORNAME» «T_NAME», «T_ABTEILUNG»«T_ABTEILUNG»

 IF  <> "" "," "" 
,
 «T_FUNKTION»
	Date of visit:
	X.X.2007
	Category:
	

	Visited by:
	Martin Trojan
	Note:
	

	00:00-00:00
	«M_PLZ» «T_ORT»
	«T_FIRMA»
	«T_NAME», «T_TEL»
	MTG/MGG, AVP/SVX, SDC


	Company Profile: 
Item of visit: Transmitter, Flowmeter, Controller, Positioner

	Flowmeter (Application): 
Technical Data:

· Process Fluid (Slurry, Viskosität): 

· Conductivity [µS/cm]: 

· Temperature [°C]: 

· Pressure [bar, 100 kPa]: 

· Flow speed [Slurry: < 2 m/s, Fluid: 1-5 m/s]: 

· Measuring range [m3/h, l/min=16,7*m3/h]: 

· Accuracy [% oR]: 

· Nominal flow [m3/h, l/min]: 

· Integral/Remote: 
· Ø Size / pipe material [mm]: 

· Pipe connection (Flange, Wafer): 

· Electrode / Grounding ring: 

· Wiring connection (G1/2, M20, ½ NPT): 

· Display direction: 

· Output Signal [4-20 mA, Pulse/Alarm, SFC/HART]: 

· Certificates/Approvals: 

· Finish/paint: 

· Cable length: 

· Pieces: 

· Target price: 
· Special: 
	Mass flowmeter (Application): 
CMS, MQV, MPC, MVF
Technical Data:

· Process gases (Air/N2/O2/Ar/CO2/CH4/C3H8/C4H10/ H2/He): 
· Flow rate range (0,5/2/5/10/20/50/200/500/1000/2000( [Sl/min]: 
· Nl/min= 0,9318 x Sl/min = 

· Accuracy (% FS): 

· Humidity+particles: 
· Range: 100:1
· Pressure [bar, 100 kPa]: 
· Differential pressure (MQV): 
· Gas-Temperature [°C]: 

· Output signal (0-5V, 1-5V, 4-20mA): 
· Communication (RS485 if SUS316 or H2/He): 

· Power supply: 24 VDC
· Pipe connection (RC1/4, ¼ Swl, ¼ VCR, 9/16-18 UNF): 
· Display (Intergal, Remote): 

· Material (PBT resin, SUS304/316 SUS316): 

· Certificates/Approvals: 

· Cable length (2m, 5 m): 

· Pieces: 

· Target price: 
· Special: 

	Positioner (Application): 
Technical Data:

· Type: 
· Input/Output-communication (4-20 mA, HART, FF): 
· Ambient temperature: 
· Air pressure (1,4-7 bar, Gauge): 
· Action (single, double, reverse): 
· Angle, Stroke (max 40°, mm): 
· Valve type (rotary, stroke/Schieber): 
· Process connection (Namur): 
· Power supply (24 VDC): 
· Special / Certificates (ATEX…): 
· Pieces / target price: 
	Controller (Application): 

Technical Data:

· Type: 

· Size (48x48 / 48x96 / 96x96 mm): 

· Power supply (24 VAC/DC, 85-264 VAC): 

· Accuracy/Sampling rate (0,5/0,3/0,1): 

· Input (RTD, TC Type ; mA, VDC): 

· DI-Input : 

· Output: (number relais, functions): 

· Labelling: 

· Selection: SDC 

· Pieces: 

· Target price: 

	Pressure Transmitter (Application): 

Technical Data:

· Absolute, Rel., DP: 

· Process fluid: 

· Temperature: 

· Pressure range / Accuracy: 

· Working and peak pressure: 

· Process connection: 

· Output signal: 
· Power supply: 
· Special (ATEX): 

· Pieces: 
· Target price: 
	Temperature Transmitter (Application): 

Technical Data:

· Process fluid: 

· Temperature: 

· Pressure: 

· Peak pressure: 

· Process connection: 

· Power supply: 
· Output signal: 
· Accuracy: 

· Special (ATEX): 

· Pieces: 

· Target price: 

	Activities:

	Martin:


Germany, Oftersheim, XX.XX.2007 

Distribute: 
R. Houllier, T. Ishikuma-san, K. Fujii-san, H. Hamayasu-san
T. Bohez, T. Ogihara-san, C. Garcia
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